
255.5

333.1

NOTES:

1.   REFER TO PLANAR SYSTEMS DOCUMENT 023-0281-00 FOR QUALITY INSPECTION PROCEDURES AND
      DEFECT STANDARDS.

2    NOTE 1 DOES NOT APPLY IN THE 4mm PERIMETER SURROUNDING THE EDGE.

3    THE VIEW SIDE OF THE GLASS IS MARKED WITH A BLUE DOT AS SHOWN.  WHEN INSTALLING THE VANDAL
      GLASS, ENSURE THE BLUE DOT IS ORIENTATED IN CORNER AS SHOWN OF THE VIEW-SIDE OF THE GLASS.
      IF INSTALLED INCORRECTLY, THE DISPLAY WILL APPEAR 
      PURPLE IN COLOR.

4.   GLASS CONFORMS TO UL1950.
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TOLERANCES:

022-1057-00 REV A

.X =

X = .XX =

ANGLES =

A - FIRST RELEASE 05/20/03 PD -

B ECO-1320 UPDATE VIEW ORIENTATION NOTE 06/17/03 PD -

C ECO-1392 CORRECT GLASS THICKNESS, DOT LOCATION 07/30/03 RD

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS.


